
DIVISION 1 
GENERAL REQUIREMENTS 
 
01800 CLEANING AND MAINTENANCE 
 
GENERAL 
 
1.1 SUMMARY 
 
A. Keep the buildings and site well organized and clean throughout the construction period. 
B. When work under this section involves cleaning and disposal of construction debris presumed, or known to 

contain lead-based paint, the work shall be in accordance with Section 01810 Lead Dust Hazards.  
C. When work under this section involves cleaning and disposal of construction debris containing asbestos or 

asbestos containing material, the work shall be in accordance with Section 02080 Asbestos Removal.  
D. Provide all related materials, equipment, and labor required to maintain the job site in a neat and orderly 

condition in accordance with the Scope and as specified herein. 
E. Provide general clean up daily and removal of all scrap and debris from the site.  Exception:  Reusable 

scrap shall be stored in a neatly maintained, designated storage area. 
F. Daily pick up shall include a thorough broom-clean sweep or HEPA vacuum per Section 01810 Lead Dust 

Hazards of all paved areas on site and public paved areas adjacent to the site.  Completely remove swept 
dirt and debris.  

G. Daily cleaning shall not replace the required clean up after the work of specific trades as specified herein. 
H. At completion of work, remove from the job site all tools, equipment, surplus materials, scrap and debris. 
I. Inspect both interior and exterior surfaces and remove all waste materials, paint droppings, or other debris 

remaining from the work performed under the Scope and as specified herein. 
J. Glass:  Clean inside and outside so there are no spots or dirt, and no smudges or streaks remaining, from 

the cleaning process. 
K. Schedule final cleaning and clearance testing as outlined in Section 01810 Lead Dust Hazards. 
 
 
END OF SECTION – 01800 CLEANING AND MAINTENANCE



 


